


GENERAL INSTRUCTIONS

INSTALLATION OVER CERAMIC TILES

NOTICE

CARE FOR YOUR SHOWER DOOR

Please keep this manual and product code number for future reference and

        for ordering replacement parts i f necessary.

Read th is manual carefu l ly and complete ly before proceeding.

. I t is recommended that you wear safety g lasses at a l l t imes dur ing the i nsta l la t ion.

I f your shower door is to be insta l led over ceramic t i les , the t i les should lay complete ly under the wal l jamb.Si l icone

·should be used to seal the gap where the ceramic t i les meet the fixed panel .

.Caulk ing: no sealant is requi red ins ide the shower,un less otherwise s ta ted.

.Some models are equipped wi th c lear seal ing gaskets .

Never use scour ing powder pads or sharp inst ruments on meta l p ieces or g lass panels .

An occas ional wip ing down wi th a mi ld soap d i lu ted in water is a l l that is needed to keep the panels and a luminum 

par ts look ing new.

.We recommend wip ing the g lass panels wi th a squeegee af ter each use.

Product  specificat ions are subject to change wi thout not ice



CHOOSEA CONFIGURATION
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(60") 56-1/4"

(66") 62-1/4"

(72") 68-1/4"

(76") 72-1/4"

(79") 75-1/4"

(84") 80-1/4"
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Header  Height"
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